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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards after the draft finalized by the Geotextiles 
and Industrial Fabrics Sectional Committee had been approved by the Textile Division Council. 

This standard is technically equivalent to ISO 9862:1990 'Geotextiles — Sampling and Preparation of Test 
Specimen' issued by the International Organization for Standardization (ISO). 

This standard has been developed simultaneously in Hindi also and hence has been published bilingually. In 
case of dispute in interpretation English text shall be authentic. 
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1 f^^T Stel 

i.i ?^ *rrc??m *tfw 3 ^cr^^ w^pftoftsfc? 
fo? iq S i 

2 f^r 

2.1 srppft ^n 

2.1.1 Ttcff W zftFi 

2.1.1.1 ftpf ^Teft ^ 6JMpl4t 3>T# vSTTCJ, v^Tcft ^RsZTT 
STTftoI XTSft eft >HSHfa cfc 3TJ^R cTC eft vJTF? I 

2.1.1.2 ^RH f^IT TOT ^Tcf erfcm^T ^ Ft 3lk ^fc 
f^Rf cTT cf> ^ eft ofT^T cf> fofTJ ^Tcf>T ^ST^ ^T 

fc^n tot ^t f cfr ^^^cft d^en ^TFnft c^ in ^ 

^ Ftl 

2.1.2 3^ 

2.1.2.1 erprft m fox* ^r ^r ^fr^Wr 3> wj 3 

^aPT ^ft eft ^fRam. ^Tcft OTcftct 3ft^ 3RT f^T 

s^ran ^ «n^ ^r ufH«t>ifl stri wt eft ^m? i 

2.1.2.2 ^tcl ^ q^cft <ff tRcff ^ *rFFft ^T eft 

2.1.2.3 WFrft sftef ^ ^ #^ it ef I ^TT^ft eft e?^ 

cfi^r c»5t f^?n (vJcmwh fen sjsjkr ^ter eft eNn^ eft 
fctsn) ^ cNrcTcf ^r i ^ wprft ^ c^ ^crft araw ^r, 

vift ^FPft *FftSFT ^T <fcjR Wf ef> foTT? x^cT ?T I 
Wft 3 ^r ^\ 2.2 cf> 3FJ*TTC cT>£ uTTC? I 

2.1.2.4 ^ ^fft 3 ^ c?^ cfm ^f ^r, ufr 2.2.2 

^ efcTFJ Tp? t, 3ltT* ^TT ?ft WPPm* cf5T ^cRPT cRtf WW 

^r efn^f cfiet ^rrnt ^r «fppft ^ oft wq swot «rppft 

?cp¥r cT# 3Tcr^j cf?T#t vjTTTJ fcfr v3TT$ 3Ftf&cT WmT ^ 



1 SCOPE 

1.1 This Indian Standard provides general principles 
for sampling of geotextiles and preparation of test 
specimens from the samples. 

1.2 The principles are applicable to all geotextiles 
supplied in rolls. 

2 PROCEDURE 

2.1 Sampling 

2.1.1 Selection of Rolls 

2.1.1.1 The number of rolls from which samples are 
cut shall be as agreed to between the parties involved. 

2.1.1.2 Each roll selected shall not be damaged and 
the wrapping, if any, shall be intact except in case the 
roll has been subjected to tests in connection with the 
claims of the manufacturer. 

2.1.2 Cutting 

2.1.2.1 Information regarding the number of test 
specimens, their shape and any other requirement 
shall be obtained for all tests to be made on the sample. 

2.1.2.2 The first two turns of the roll shall not be used 
for sampling. 

2.1.2.3 Cut from the roll, over its full width, 
perpendicular to the machine direction (production 
direction — roll length direction), the length necessary 
to obtain all the specimens required, distributed in 
accordance with the principles described in 2.2. 

2.1.2.4 Since specimens shall not contain damaged 
parts as defined in 2.2.2, either such parts shall be 
avoided in selecting the sample, or the sample shall 
be cut large enough to obtain the necessary number of 
acceptable specimens. 
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2.1.3 WFft tft WVM 

2.1.3.1 ^ \ <r^t ~<fi\ cf^ft 3fp? <£r ^cT^r 3 ^refcr 

3fcR FT, eft cIFPft ^? efT^t 3fft %fft S^R ^ WH 

2.1.3.2 sfT^FTf ^f> cTT^f 3?T f^TT cP#T $> fefxr ftRft 3RT 

2.1.3.3 ^P?f xr W^T * foUJ PlHfeiRsId ^HT 
— ?Ti^/vJ^Kch/3ll^cf)clf; 

oft *r3 #; ci^rr 

2.1.3.4 ?rfe ¥pp?r 4 ^ ^ ^?T ^ ^t^t ^f, tft 

tR ^ t^ afk ^ vwwPi* tjct TftfcRF) a# ^ 
W<? STC3T v^n?t ^rFn?r ^T ^tef <hftt .vstttj, tr^ 

2.2 ^r^ ctaR cfj^n 

2.2.1 x^r^> wr cf> qfm 3> fen? st^ct ^sm *f 

f^rtt ^ ioo Mr ^ z®h> fSfipe ^t ^r i 

2.2.2 Phlcll cfj ^jeft eft vflfa cf? fef^ f^[ ufl^F c[Tot 
TTfTCTqjf #<J, fcTTT vjfr% ^JeT ^PJ*ff cF>> ^3tR 
(2# ^ 2.1.1.2), ^T^fr 3 Sjcf, SRTRfacT &5T, t^, 

f&£ 3T9]c[T f^p#I cf* WT^ #TOI 3TTCJ WC cfa ^T Ft | 

2.2.3 Xjg? & WR cfc trft^m cfc fcTXJ <£f m ^rfSm? 
^Jfft c^ XJcF5 f[ 3[^e4 ^IT 3fg5ReT ^TFT ^ W31 umj I 

cF>Rq), eft wppft ei5t M^ cfsn qfraFT fWl€ ^ ^r 

2.2.4 ^c[eT ^T fMcf ^ B^fR viR 5ricrf^rT ^5FT 

^?% #, ^r crr% ^fR cjt^ cjft fensfr ^ ^r ?mt 

f^?n 3tf^eT ^R^t 3iM^^ch ^[, ?ff eTT^fT ^R eTTT cTT^T 
cA feTT ^T f^P? "^r xr ^f 3f%cT "^R f^TI v5TTXJ 
3T2TcfT ^ gJt 3TeFT ^R3T WtJ mf^ ^ WT^ ^ ft^ft 

2.2.5 Wgl "&8\ MR^ ^rrq ^ cf>r^ ^TTq, vjfT f^R?T 

^nj^ 3r£rf&?T TTT^uT ^[ eT# fenj vjTFJ 3fr? ^T^T ^gT^T 



2.1.3 Identification of Sample 

2.1.3.1 When the two faces of the geotextile are 
significantly different, the sample shall be marked to 
show inside and outside face. 

2.1.3.2 Another mark (for example, an arrow) shall 
be used to indicate the machine direction of the sample. 

2.1y3.3 The sample shall be marked for identification 
purposes with the following information: 

— brand/producer/supplier; 

— type description, for example, quality number 
or grade; 

— roll number or other identification if more 
than one roll of the same type is sampled; 

— date of sampling. 

2.1.3,4 If not being cut into specimens immediately, 
the sample shall be kept in a dry, dark place, free from 
dust, at ambient temperature and shall be protected 
against chemical and physical damage. The sample 
may be rolled up but not folded. 

2.2 Preparation of Specimens 

2.2.1 For each type of test, the required number of 
specimens shall be cut from positions evenly 
distributed over the full width and length of the sample 
but not closer than 100 mm to the selvedge. 

2.2.2 Except for specimens in respect of tests to be 
made in connection with claims (see 2.1.1.2), 
specimens shall not contain any dirt, irregular areas, 
creases, holes or other visible defects of accidental 
origin produced subsequent to manufacture, 

2.2.3 For the same type of test, the same longitudinal 
or tranverse position of two or more specimens shall 
be avoided. If unavoidable (for example due to narrow 
roll width), a note to this effect shall be included in 
the sampling report as well as in the test report. 

2.2.4 Except when additional tests are required, the 
specimens shall be cut along the machine and 
transverse directions. When the test procedure calls 
for the specimen to be marked with the machine 
direction, the marking indicating the machine 
direction on the sample shall be transferred to the 
specimen, or the specimen shall be kept separate in 
such a way that there is no risk of a misunderstanding. 

2.2.5 The specimens shall be cut to the accuracy 
required for the particular test. In tests, where accuracy 
of dimensions is of special importance, the specimens 
may be cut to an oversize and shall be cut or frayed to 
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2.2.6 WPFft cf?t M5^M Wft ^RTcFT ^Mtll^U^cb 

2.2.7 M^crh f^vjji^H f^j tjit ^ cRcrrfc w^r ^r 

2.2.8 *jft WT^ ^ ?VRq ^c|>MlR ^ ^^ #r^ ^ 

vH% 3T2M v3^f ^ ^VlciS! £TPt PlcbcH^I ePT ^, eft 
*T?teFT cfj^ cR> #Tcf ^% ^f»ft ^| ^j^ cf> ^TTO £\ 

stk s^& ttftem mRuih wTfircf ^ ^5t ^ptfpti ^t, 

eft ^# €m ^ ^t ^Hchl^l efFfff otf ^t ftqt^ 

2.2.9 ^SFT #t cR> ^T ^F>, *JcT g*ftT ^ ^ 

^TH 3 ^f^T cTFFTH iR ^sT ^ 3fR vT% xrRTRTftcj> 



3 ^nRmi et^t t$\ f^qhn£ 



ftcR^ ?lTf^f #: 



oft ^ 3?K ^t *ft ?# *fr^ cfc SFJ^R 

^) ^Teff cfc "cRFT, €TP#PTi eft 3?ft ^^ c^TR 
c^rf WW «TH ^ 3TT^ %# fct^fa erm cf5T 
fcfcRxn, zrarT: 

3T5^£4 3jaicTT 3Tg5RST f^n if ^f ?& 

^5t ^r^ ^sm^i 



the exact dimensions only after conditioning. 

2.2.6 The identification markings of the sample shall 
be carefully transferred to all test specimens. 

2.2.7 Before cutting structured geotextiles, detailed 
instructions for cutting shall be laid down, and these 
instructions shall be followed with great care. 

2.2.8 If tne cutting causes fragments of the geotextiles 
to become loose, or if accidental fraying occurs, all 
loose fragments shall be kept with the specimen until 
the test is carried out. If the loosening of fragments 
cannot be avoided and this is likely to influence the 
test result, the fact that loosening has occurred shall 
be reported in the sampling report as well as in the 
test report. 

2.2.9 The specimens shall be kept in a dry, dark place 
free from dust, at ambient temperature and shall be 
protected against chemical and physical damage until 
the test is performed. 

3 SAMPLING REPORT 

The sampling report shall include the following 
particulars: 

a) A statement that the sampling and 
preparation of specimens was performed in 
accordance with this standard; 

b) Details of any special observations made dur- 
ing the selection, sampling or preparation of 
specimens, such as: 

— an unusually high number of defects, 

— loosening of fragments from the 
geotextile, 

— the necessity for taking specimens for the 
same test in longitudinal or transverse 
direction only, 

c) Details of any deviation from the specified 
sampling procedure; and 

d) The date of cutting of the sample, and the 
reference numbers of the rolls selected. 
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